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PHASE MAINTENANCE STAND

for Engine, Transmission, Main Rotor, 
Tail Rotor & Fuselage Access 
Aircraft technicians use these stands 
on for full phase maintenance 
and a complete overhaul of aircraft. 

Highlights
- Full phase maintenance fuselage wrap
around stands

- Removable hand rails
- Locking slide-out platform extensions

Height Fuse: 108; Tail: 138"
Width Fuse: 48"; Tail: 122"
Length Fuse: 355"; Tail: 120"
Unit Weight 15,000 lbs

Shipping Info
 (DIMS) 40' Shipping Container

Upper Deck Height Fuse: 72"; Tail: 102"
Lower Deck Height Fuse: 48"

Load Capacity 1,500 lbs Per Side
Stair Capacity 250 lbs
Step Width 36"
Caster Size 8"

Rail Material Steel

Technical Data Helicopter ApplicationOptional ACCESSORIES
Composite Plate Decking X

Diamond Plate Decking X

Grip-Strut Tread

Sikorsky UH-60 X

Sikorsky MH-60

Sikorsky HH-60Diamond Plate / 
Fiberplate CompositePlatform Material

Certifications OSHA 1926.1053; 
ANSI-ASC 14.2-2017

Sikorsky SH-60

Fuse: 48" x 296"; 
Tail: 120" x 122"

Platform 
Dimensions
Vertical Clearance Fuse: 108"; Tail: 138"

Padding Material Contact Areas
X

X

X

X

Frame Material Steel

Finish Powder Coat
Sikorsky S-76 X

Heli Grade Solutions
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